
■ Small footprint, compact structure
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PFU outline dimension 
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Filling Drive Pump Head 
Pump Head Roller Tubing ID Recommended 

Number Number (mm) 

0.5, 0.8, 
Microliter Pump 

12 1.2, 1.6, 
Head PFH0l 

1 
2.4, 3.2 

PFU 

Milliliter Pump 
0.6, 0.8, 

8 1.2, 1.6, 
Head PFH02 2.4, 3.2, 

4.8 

0.5, 0.8, 

Microliter Pump 12 1.2, 1.6, 
Head PFH0l 2.4, 3.2 

PFS 
4 

0.6, 0.8, 
Milliliter Pump 

8 1.2, 1.6, 

Head PFH02 2.4, 3.2, 
4.8 

Filling Volume 
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PFH02 outline dimension 

� 
111 86.25 

Max Filling Accuracy 
Volume per Second 

2ml/s 

16ml/s 

�±1% 

2ml/s 

16ml/s 

LONGER 
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dPOFLEX® PFU PFS 

A Halma company 

High Precision Peristaltic Pump Filling System 

Filling Accuracy Better than ±1% 

Precise Filling of Micro Volumes as Low as 30ul 

High Efficiency up to 120 Bottles/Minutes/Channel 

CE: 
UK
CA 
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